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Setting up your 
TP-Link Archer VR2100v Modem
This guide is for FTTP, HFC, FTTC & FW connections.

Here are some things you need to do before you can connect to the MyRepublic network.

Unpack the modem, and power it on.

Connect your PC/Laptop to the MyRepublic TP-Link
modem via an Ethernet cable or wirelessly.
Your network name and password can be found at
the bottom of the modem.

Launch a web browser and go to
http://tplinkmodem.net or 192.168.1.1
Create a strong password and click Let’s Get
Started to log in. You will need to select your
region and time zone.

Connect your NBN device to the TP-Link's
LAN4/WAN port via ethernet cable.

Go to Advanced > Operation Mode and switch to
Wireless Router Mode. Wait for your TP-Link Modem
to reboot.

Your device will now connect to the internet; this can take up to 5 to 10 minutes to complete.
Once completed the Internet LED on your modem will turn solid white.

You are now successfully connected to your new nbn™ service.

Repeat Step 3 to log in. You can now go to Quick Setup and follow the step-by-step instructions.
When selecting your ISP, please select Other, & ensure the VLAN Tag option is set to No VLAN Tag
and the Connection Type is set to Dynamic IP.
You do not need to configure the VOIP part during the setup, you can skip this.

For more detailed instructions to setup your
modem we have an interactive guide online
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Plug one end of an RJ11 (telephone) cable into the
DSL port on the back of the TP-Link modem, and the
other end into your telephone wall socket.

Unpack the modem, and power it on.

Launch a web browser and go to 
 http://tplinkmodem.net or 192.168.1.1.
Create a strong password and click Let’s Get
Started to log in. 

Connect your PC/Laptop to the TP-Link modem via
an Ethernet cable or wirelessly.
Your network name and password can be found at
the bottom of the modem.

For more detailed instructions to setup your
modem we have an interactive guide online

You can now go to Quick Setup and follow the step-by-step instructions.
When selecting your ISP, please select Other, & ensure the VLAN Tag option is set to No VLAN Tag
and the Connection Type is set to Dynamic IP.
You do not need to configure the VOIP part during the setup, you can skip this.

Here are some things you need to do before you can connect to the MyRepublic network.

Your device will now connect to the internet; this can take up to
5 to 10 minutes to complete. Once completed the Internet LED
on your modem will turn solid white.

You are now successfully connected to your new nbn™ service.
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